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FINISH

1 DECIMAL PLACES      0.050
2 DECIMAL PLACES      0.010
3 DECIMAL PLACES      0.005
4 DECIMAL PLACES      0.002
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NOTE:
CYL HEAD BLEEDS ARE HIGHLY RECOMMENDED
 
IF TOP OF RADIATOR IS HIGHER THAN CYL HEADS,
RUN CYL HEAD BLEED LINES TO LEFT TOP OF RADIATOR
 
IF CYL HEADS ARE HIGHER THAN TOP OF RADIATOR,
RUN CYL HEAD BLEEDS TO PRESSURE RESEVOIR
 
IF YOUR SYSTEM HAS NO CYL HEAD BLEED LINES, 
PLUG THIS PORT

TOP VIEW

FRONT VIEW

PRESSURIZED WATER SYSTEM INSTALLATION
ILLUSTRATION INCLUDES:
STANDARD C&R 4" PRESSURE CAN (PART #: CR-PC-4IN)
C&R PRESSURE RELIEF VALVE (PRV) (PART #: CR-NC-AP0001B)

TO WATER PUMP
(AN8 OR AN10 UNION RECOMMENDED)

WATER LEVEL
(APPROX 1/2 CAN HEIGHT)

BLEED FROM RADIATOR

SIGHT GLASS

PRESSURE SETTING TOOL QUICK CONNECT

SEE NOTE

TO CATCH CAN

1/4" NPT BUNG 
ATTACHED TO TUBE AS SHOWN
(2 PLACES)

1-1/4 TUBE
WELDED TO TOP

DASH 12 PORT BUNG

DASH 10 PORT BUNG

PRV (AN6 MALE FITTING)

DASH 6 PORT BUNG
CENTERED ON WELD SEAM
(AS SHOWN)

CLEAN

PRESSURE CAN DIAGRAM
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